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When opening the door, scramble numbers (unlimited) are allowed
to put before and/or after the code to prevent the code from exposure.
The code should be put consecutively.

Ex) If a user's codeis4508 15, C — Scramble Numbers 450 8 1 5 Scramble Numbers — #

E Alarm setting

(D Once Alarm System is affected by shock, Vibration or Tilt, it makes horn immediately.
@ Alarm set is automatically released when door is opened.
@ If necessary, alarm should be reset whenever door is opened.

To set on @ -6 - (ALErt on FND)
To set off - EXID - €&
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User Guide

User Guide
EDL88 [How to open battery housing cover |Slide the Battery Case Cover to the right to remove,
Gﬁ Battery Housing Cover
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oo e Battary AA Alkaline 4
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= | | Battary aline 4pcs

R3 \How to open battery housing cover \ Press the opening mark and move it leftward to open upper round
Upper Lower Upper Part Lower Part
Part  Part (Rear) (Rear)

Battary AAA Alkaline 4pcs

B How to open?

Step 1. Press 'C' button

Step 2. Press factory code '1234"

Step 3. Press ' # ' button (Melodic tone, OPEnd on FND)

Step 4. Turn knob(handle or key) clockwise and open the door while melody rings.
* NEXT/ROC Seires : Turn knob to counter-clockwise and open the door.
* DFC/LFC Series : Lift the handle up while.
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1. In case of wrong code tried, it sounds Bi-Bi-Bi-Bi-Bi. (ErrOr on FND)
2. If wrong codes are tried over 5 times, the lock gets paralysed for 5 minutes.

® Paralysis releases in 5 minutes, the number indicating the rest of paralysis time
appears every minute indicating 5, 4, 3, 2, 1.

1 How to lock?

1. Small Models (119~530, DBAUMS500) : Close the door and turn Knob(or key) counter-clockwise.
2. Over Mid-size Models (006~, DBAUM 700/800) : Closing the door, it automatically locks.

3. NEXT/ROC Series : Close the door and turn knob clockwise.

4. DFC/LFC 31 38 44 Series : Closing the drawer, it automatically locks.

® If you want to use digital lock only in EHK, turn the key clockwise by 360° and take it out.

[E] How to enter user code? : poor open

* Please decide your 6 digits code.

Step 1. Press ' M ' button on Backside of door
Step 2. Press your Code
Step 3. Press ' # ' button (Melodic tone, EntErd on FND)

EX) If a new code is decided 4 50 8 1 5, press buttons M4 50 8 1 5 # consecutively (Melodic tone)

(MRS “Usor Code TS 4

0 To confirm if the user code is exactly entered, please check it prior to closing door.
In case of your code 2 112 25, press button C2 1 12 2 5 # consecutively.
If the procedure properly done, melody rings 3 seconds.

n Dual Control : Two different codes required.

* For dual control, 2nd user code must be entered.
m -6 - © - &I - €D (=nicd on FN\D)

0 2nd user code must be different from 1st user code.
* To set dual control, press following buttons.
D-& - & oo
* How to open door under dual control?
- - @ - &I —> @D (0PEnd on FND)
* To unset dual control, press following buttons.
- - & Groeon )

0 When Dual Control unsets, the 2nd code is automatically removed.

[ When to replace batteries?

1. When ™ C " button pressed, low battery warning (LobAtt on FND with Bbiric Bbiric)
2. Door may not open in spite of exact code entered in case of battery low.

® Battery Life Span : 1year (openings 3 times a day)
EDL88 : 1.5V AA Alkaline 4pcs / R3 : 1.5V AAA Alkaline 4pcs

® In spite of the batteries completely exhausted, the code is preserved in safe condition.




